Locking cover

2.4 ft. stick-up

<«——10.75 in. protective casing

EARS

i

22 in. borehole 0 to 15.0 ft— | 1.

0to 75.0 ft —»

75.0 to 631.6 ft.

11.75in. casing O ft. to 729 ft.
(cemented O ft. to 130 ft.;
slough 130 ft. to 728 ft.)

16 in. borehole 15.0 ft. to 728 ft. ——

631.6 to 634.5 ft. —»
634.5 to 653.4 ft.—

Screen #1
(641.0 ft. to 648.6 ft.) 653.4 to 654.7 ft.—
(isolated behind abandoned casing)

654.7 to 851.4 ft——»

10.625 in. borehole 728 ft. to 1287 ft. ——

851.41t0852.1ftt — = |
852.1to 877.5 ft. ——

Screen #2
(863.4 ft. to 870.9 ft.)

882.5to 1005.0 ft——»

1005.0 to 1006.7 ft—— [
1006.7 to 1028.5 ft—= |": .

877.510 882.5 ft. — | -

Screen #3
(1014.8 ft. to 1022.4 ft.)

1028.5 to 1203.7 ft———

1203.7 to 1211.7 ft——»

1211.710 1237.7 i—= | -

Screen #4

(1237.0ft. to 1244.6 ft)  1237.7 to 1287.0 ft—=

-] =—Concrete pad (5 ft x10 ft x 12 in)

<~——30/70 sand

.\ <—20/40 sand

<——Slough

Well T. D. = 1276.7 ft.
Total depth drilled = 1287.0 ft.

+ 18 in. cemented casing 0 to 20.0 ft.
: (reamed in to 20 ft.)
N Centralizers (ft-bgs):
g -<——Cement 56
et B 358
1 640
! 647
! 863
Bentonite 870
'}} 1014
f 1022
d ) ) 1236
s Well casing: 4.5-in. I.D., 1244
5.0-in. O.D., 304 stainless steel
% with external couplings
— <——30/70 sand
| ~——20/40 sand
j 30/70 sand
ﬁ KEY TO MATERIALS USED
~—— Bentonite Concrete
Cement
- 30/70 sand |:| Bentonite
"\ <—20/40 sand Slough
» [ 3070 sand
~——30/70 sand [C7]  20/40 Sand
E Well Screen
Bentonite Note: Drawing Not to Scale
All depths are below ground surface
—\ =——30/70 sand
| =—20/40 sand
~——Bentonite

Note: 1. Each screen interval lists the footage of the pipe perforations, not the top and bottom of screen joints.
2. All screens are pipe-based 304 stainless steel, 4.5 in. 1.D., 5.563 in. O.D., with s.s. 0.010 in. wire wrap slots.
3. The interval of slough consists of sands and gravel of the Santa Fe Group Sediments.
4. Westbay multiport sampling system (MP-55) casing not shown.
5. 11.75 in. casing abandoned in borehole rendered screen #1 non-functional.

6. Well sump interval: 1244.6 to 1276.4 ft.




